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VISUALISATION OF ROAD TREATMENT

PREFERENCE FOR CONTINOUS LOW RETAINING — MAINTAIN MID BLOCK CROSSING.
WALL AND (ABELIA) HEDGE PLANTING (TO REMOVE RAMPS - MAKE

MAXIMUM 1 METRE HIGH) ALONG ROUNDABOUT AT THE SAME GRADE AS THE ROAD.
EDGES

J SMALL DECIDUOUS TREE PLANTING

LARGE DECIDUOUS TREE PLANTING
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i \\\ U l AT GRADE MEDIAN AND ; PROVIDE SUFFICIENT ROUNDABOUT AND STREET !
E= \ TREE PLANTING - REFER AREA FOR PLANTING CONFIGURATION GENERALLY RETAINED [/f\

A TO ENLARGED DETAIL

LANE

_%
REMOVE EXISTING STREET LIGHT CLUSTER
i

— i AND PLANT LARGE TREE SUITABLE FOR
L CHRISTMAS DECORATION
% RETAIN EXISTING SMALL TREES (REPLACE A
6 ONLY WHERE NECESSARY) AT ROUNDABOUTS - & |
N MAXIMISE THE SIZE OF GARDEN BEDS TO PLANT (_a:) = |
INTO. (GENERALLY TO BE NO LESS THAN 15m? o = !
IN AREA PER TREE) - REFER ALSO TO ISSUE 3 = ‘ =
O
SCALE 1:500 @ A1

TYPICAL MAIN STREET TREATMENT IN CORE AREA
KING - CAMPBELL INVERELL TOWN CENTRE RENEWAL PLAN
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